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CONTROL VALVE TECHNOLOGIES

AKIS GOSTERGESI
Karbon Celik, Flansh

PN16 PN40
Karbon Celik  V-MFI-03-04F  V-MFI-03-07F

Tasarim

Boyutlar : DNI15 - DN125 EN558-1/ F1
DNI150 - DN200 EN558-1/ F5

Baglantilar - EN1092-1

Aktlatér Uyumu: ISO 5211

Teknik Ozellikler

Calisma Basinci : PN16, PN4O

Calisma Sicakhdi : -30°C / +180°C

Kullanim : YUksek sicaklik icin 6zel ithal cam kullanilacaktir.

Sertifika
CE0408, TS EN 10204 3.1, 1SO 9001:2015, SIL3

Uygulama Alanlari
Sicak su, soguk su hatlari, basingli hava, fuel oil, seramik camuru vb.
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BAGLANTI OLCULERI BAGLANTI OLCULERI
PN16 PN40
DN15|130| 2 | 95| 14 |65 |14 | 45| 4 |95 | 16|65 |14 |67 | 4
DN20|150| 2 [105]| 16 | 75 | 14 | 58| 4 |105] 18 |75 |14 [83] 4
BN DN25|160| 2 |15 | 16 |85 |14 |68 | 4 |15 | 18 |85 |14 [89 | 4
8 DN 32| 180 | 2 |140| 16 [100] 18 | 78 | 4 [140| 18 [100 |18 | 98 | 4
é DN40|200| 2 [150| 16 |10 | 18 [ 88| 4 |[150| 18 [110 |18 | M4 | 4
O DN 50| 230 | 2 [165| 18 |125| 18 |102| 4 [165| 20 [125 |18 |127 | 4
Bl DN 65| 200 | 3 [185| 18 |145| 18 | 122 4 [185] 22 | 145 |18 |149 | 8
@ DN 80| 310 | 3 [200] 20 |160| 18 |138| 8 |200| 24 |160 | 18 [168 | 8
S By 1op 350| 3 [220] 20 |180| 18 | 158 | 8 |235| 24 |190 | 22 [200]| 8
5_3 DN125| 400| 3 [250] 22 [210| 18 |188| 8 [270]| 26 |220 | 26 [235]| 8
B8l DN 150| 350 | 3 | 285 22 |240| 22 | 21| & |300]| 28 |250 | 26 |270| 8
DN 200 400| 3 |340| 22 [210] 18 |188| 8 |375| 34 |320 | 30 |330] 12
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